




Unsymmetrische Verteiler
Unsymmetric Splitter

Frequenzbereich 
Frequency range

Teilungsverhältnis
Splitting ration

Anschlüsse (50 Ω)                 
Connectors IEC 61169-4  

Bestell-Nummer
Part number

Tapper (6 dB / 1.3 dB) 174 - 2700 MHz 1:1/4:3/4 7-16 Kuppler/Socket BN 81 82 42

Tapper (7 dB / 1.3 dB) 174 - 2700 MHz   1:1/5:4/5 7-16 Kuppler/Socket BN 81 82 43

Tapper (8 dB / 1.3 dB) 174 - 2700 MHz 1:1/6:5/6 7-16 Kuppler/Socket BN 81 82 44

Tapper (10 dB / 0.5 dB) 174 - 2700 MHz 1:1/10:9/10 7-16 Kuppler/Socket BN 81 82 45

Tapper (13 dB / 0.22 dB) 174 - 2700 MHz 1:1/20:19/20 7-16 Kuppler/Socket BN 81 82 46

Tapper (15 dB / 0.2 dB) 174 - 2700 MHz 1:1/30:29/30 7-16 Kuppler/Socket BN 81 82 99

Tapper (20 dB / 0.05 dB) 174 - 2700 MHz 1:1/100:99/100 7-16 Kuppler/Socket BN 81 82 48

Tapper (30 dB / 0.005 dB) 174 - 2700 MHz 1:1/1000:999/1000 7-16 Kuppler/Socket BN 81 82 49

Symmetrische Verteiler
Symmetric Splitter

Frequenzbereich 
Frequency range

Teilungsverhältnis
Splitting ration

Anschlüsse (50 Ω)                 
Connectors IEC 61169-4  

Bestell-Nummer
Part number

2 Ausgänge / Outputs 330 - 2700 MHz   1:0.5 (3 dB) 7-16 Kuppler/Socket BN 81 82 89

3 Ausgänge / Outputs 330 - 2700 MHz   1:0.33 (4.7 dB) 7-16 Kuppler/Socket BN 81 82 90

4 Ausgänge / Outputs 330 - 2700 MHz 1:0.25 (6 dB) 7-16 Kuppler/Socket BN 81 82 91

Inter-band combiner Frequency range
Port 1

Frequency range
Port 2

Anschlüsse (50 Ω)                 
Connectors IEC 61169-4 

Bestell-Nummer
Part number

Duplexer 380 - 385 MHz 390 - 395 MHz 7-16 Kuppler/Socket BN 57 36 09

Diplexer 380 - 400 MHz 410 - 430 MHz 7-16 Kuppler/Socket BN 57 06 05

Diplexer 380 - 400 MHz 410 - 490 MHz 7-16 Kuppler/Socket BN 57 36 00

Diplexer   68 - 614 MHz 860 - 2700 MHz 7-16 Kuppler/Socket BN 57 35 01

Diplexer   68 - 490 MHz 698 - 2690 MHz 7-16 Kuppler/Socket BN 57 31 89

Anschlüsse (50 Ω)                 
IEC 61169-4

Bestell-Nummer
Part number

7-16 Kuppler/Socket BN 57 36 09

7-16 Kuppler/Socket BN 57 06 05

Bestell-Nummer

Richtkoppler
Directional Coupler

Frequenzbereich 
Frequency range

Koppeldämpfung
Coupling

Anschlüsse (50 Ω)                 
Connectors IEC 61169-4  

Bestell-Nummer
Part number

Bidirectional Coupler 330 - 520 MHz   3 dB 7-16 Kuppler/Socket BN 75 33 81

Bidirectional Coupler 330 - 520 MHz   6 dB 7-16 Kuppler/Socket BN 75 33 82

Bidirectional Coupler 330 - 520 MHz 10 dB 7-16 Kuppler/Socket BN 75 33 83

Bidirectional Coupler 330 - 520 MHz 30 dB 7-16 Kuppler/Socket BN 75 33 84

Bidirectional Coupler 330 - 520 MHz 50 dB 7-16 Kuppler/Socket BN 75 33 85

Richtkoppler
Directional Coupler

Bidirectional Coupler
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Montageplatte zur Wandbefestigung

Assembly plate for wall mounting

Edelstahlgehäuse für Wand- und Mastmontage

Stainless steel cases for wall and mast mounting

Indoor supply to meet your requirements!

The indoor supply of radio signal support for the fi re
brigade, police and rescue services is a legal requirement 
for many buildings. SPINNER offers you complex
coupler networks for the construction of indoor supply
systems for the multiple use of antenna systems in
different radio services. The following combiners are
examples. The models can be supplied in closed stainless 
steel cases or on wall mounting plates, depending on your 
specifi cations. 
We will gladly provide you with a detailed offer to meet 
your individual requirements.

Innenraumversorgung nach Ihren Anforderungen!

Die Versorgung von Innenräumen mit Funksignal-Unter-
stützung für Einsatzkräfte der Feuerwehr, Polizei und
Rettungsdiensten ist für viele Gebäude gesetzliche Vor-
schrift. SPINNER bietet Ihnen komplexe Kopplernetz-
werke für den Aufbau von In-Building Versorgungsanlagen 
zur Mehrfachnutzung von Antennensystemen durch ver-
schiedene Funkdienste. Die nachfolgenden Combiner 
zeigen mögliche Varianten. Die Ausführungen können je 
nach Anforderung in geschlossenen Edelstahlgehäusen 
oder auf Wandmontageplatten geliefert werden.
Wir erstellen Ihnen gerne ein detailliertes Angebot nach 
Ihren Vorgaben.
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